


 Artwork Layout
•	 100% Size - please create 

documents at it’s finished 
size.

•	 1up Only - please supply 
artwork ‘one-to-view’ only. 
Ensure each artwork file is 
set at the correct page size 
(eg. a Business Card should 
be set in a 90 x 55mm 
document, NOT in an A4 
document).

•	 Bleed - all artwork must 
have 2mm bleed outside of 
the trim area (essential for 
trimming purposes).

•	 MARGINS - it is 
recommended to keep 
all margins 4mm from 
your trim edge and 
the spine. This helps to 
eliminate uneven borders 
and ‘chopped off’ text. 
This applies even more to 
saddle-stitch books.

	 NB: Please allow 5mm bleeds 
& margins for A2 to A0 size 
posters.

•	 DIELINES, FOILS & 
EMBOSSES - should be set 
as an overprint spot colour 
within the PDF (for sample 
positioning only) and also 
by itself on a separate page 
with crop marks.

•	FO NTS - computer fonts 
come in two parts... the 
Screen Font and the Printer 
Font, one part without the 
other is useless. Both parts 
must be supplied with the 
document except for single-
file True Type Fonts.

•	 Please be sure to supply 
your artwork to our 
specifications, correctly,  
the first time. 

 Miscellaneous
•	 Minimum line width 

- keep all line widths to a 
minimum of 0.5pt. (avoid 
using ‘Hairline’ widths as 
they are too fine and will 
breakup when going to 
print).

•	 Small white text on 
dark backgrounds - 
avoid going any smaller than 
7pt and try to use sans serif 
fonts where possible.

300ppi Distiller Settings
Alternatively you can download the joboptions folder from our website: 
www.gatewayprinting.com.au


